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1. EDGE CONCRETE WITH 1/2" RADIUS EDGING TOOL. EDGE CONCRETE WITH 1/2" RADIUS EDGING TOOL. 2. PLACE 1/2" EXPANSION JOINT.  EXPANSION JOINT PLACE 1/2" EXPANSION JOINT.  EXPANSION JOINT SHALL BE FULL DEPTH OF CONCRETE PLUS 1" WITH TOP SET FLUSH WITH TOP OF CONCRETE.  3. USE UNTREATED BASE COURSE MATERIAL. COMPACT USE UNTREATED BASE COURSE MATERIAL. COMPACT TO 96% MAXIMUM DRY DENSITY.   4. SEE SW-03 FOR SIDEWALK JOINT PATTERN.  SEE SW-03 FOR SIDEWALK JOINT PATTERN.  5. CONCRETE SHALL BE TYPE AA(AE) IN ACCORDANCE CONCRETE SHALL BE TYPE AA(AE) IN ACCORDANCE WITH SANDY CITY STANDARD SPECIFICATION SECTION 03000.  6. LOCATE INLET GRATES 2' MIN. AWAY FROM LOCATE INLET GRATES 2' MIN. AWAY FROM PEDESTRIAN CROSSWALK AREA WITH ALL DRAINAGE INTERCEPTED BEFORE REACHING THE CROSSWALK AREA.  7. SEE SECTION O3300 FOR CONCRETE SURFACE SEE SECTION O3300 FOR CONCRETE SURFACE FINISH.  8. SEE SECTION 03050 FOR CURB, GUTTER AND SEE SECTION 03050 FOR CURB, GUTTER AND SIDEWALK SPECIFICATIONS.  9. SEE SW-01 AND SW-02 FOR ACCESS RAMP SEE SW-01 AND SW-02 FOR ACCESS RAMP INSTALLATION.
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